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Industrial Rackmount Chassis
CA45

FEATURES
Patented aluminum front panel with locks
Front access USB2.0 x 2
120mm x 1 cooling fan; + Optional 80mm x 4
Removable air ýlter
Power and HDD LED
Power and alarm reset switch
Optional aluminum chassis
Optional 2 to 3 / 3 to 4 Hot-swappable HDD cage
Optional Hot-swappable 5.25” tray
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SPECIFICATIONS

CA45

Drive Bays Standard:
4 x 5.25” 1 x 3.5” 2 x 3.5” (internal)

Mainboard Size 12” x 13” Motherboard or Industrial Backplanes

Indicators LEDs for Power ON/OFF, HDD, Fan & Alarm

Switches Power ON/OFF, System & Alarm Reset 

Cooling Standard: 1x120mm, 1x80mm 
Optional: 4x80mm 

Air Filter Removable

Security Front Bezel

Dimensions (W x D x H) 19.0” x 20.8” x 7.0”

Speaker 0.4W Built-In

Material of Front Bezel Aluminum alloy

Material of Handle 1.2mm SECC Zinc-Coated Steel

Material of Main Chassis 1.2mm SECC Zinc-Coated Steel ( Japan Made )

Color of Front Bezel Standard: Black, Red, Blue, Silver, and Gold (Custom Available) 

Color of Main Chassis Standard: Black

Front Connector Front USB 2.0 x 2 Connector

Power Supply PS2, Redudundant Hot-Swap Power Supply

Caltron 4U industrial rackmount chassis CA45. It supports up to seven add-on cards and total storage capacity up to 
5 storage drives for 1/0/5 raid conýguration. CA45 provide your server or cluster maximum reliability and performance. 
Optional Aluminum Body reduces total chassis weight and also provides enhanced thermal cooling solution.
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PCMCIA Optional PCMCIA Type I/II 32-bit CardBus slot x 1 (use the same place as CF, not 
simultaneously)

External I/O

VGA DB-15 x 1

DVI digital

USB USB 2.0 x 4

COM DB-9 x 3 (RS-232 x 2, RS-232/422/485 x 1)

LAN RJ-45 x 1

KB/Mouse PS/2 Keyboard & Mouse x 1

Audio Line-in, Line-out, and Mic-in audio jacks

LPT DB-25 x 1

Power DC-In connector x 1

GPIO 5 x 2 screw-type external terminal

Switch ATX power switch & RESET switch

Indicator Power and HDD indicator

Mechanical & Environmental

Color Body: black / Paint: white

Power Input DC12V~24V

Power Adapter AC90 ~ 264V / 47 ~ 63 Hz

Operating Temperature 0º~40º (fanless)

Relative Humidity 10%~90%, non-condensing

Mounting Bracket mounting mechanism

Dimensions 292 x 200 x 66 mm (3.2kg)


